
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Nominal 
Size 
(In.) 

POLY-CAM Thread Material Coupling 
Diameter  

A 

HDPE 
Diameter  

B 

HDPE 
Length  

C 

HDPE 
Length  

D 

0.75 Carbon Steel, C954 Bronze, Stainless 316, Stainless 304 1.05 1.05 ~5.0 2.94 

1 Carbon Steel, C954 Bronze, Stainless 316, Stainless 304 1.315 1.315 ~6.0 3.06 

1.25 Carbon Steel, C954 Bronze, Stainless 316, Stainless 304 1.66 1.66 ~6.0 3.9 

1.5 Carbon Steel, C954 Bronze, Stainless 316, Stainless 304 1.9 1.9 ~7.0 4.62 

2 Carbon Steel, C954 Bronze, Stainless 316, Stainless 304 2.375 2.375 ~7.0 5.125 

3 Carbon Steel, C954 Bronze, Stainless 316, Stainless 304 3.5 3.5 ~8.0 5.72 

4 Carbon Steel, C954 Bronze, Stainless 316, Stainless 304 4.5 4.5 ~9.0 6.25 

6 Carbon Steel, Stainless 316, Stainless 304 6.625 6.625 ~11.0 8.31 

8 Carbon Steel, Stainless 316, Stainless 304 8.625 8.625 ~15.0 12.09 

 

 

 

 

 

 

Series 512 
Standard Tee with Female Transition 
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  Available In: 

Aluminum Bronze 

Carbon Steel 

  304 Stainless Steel  

316 Stainless Steel 

  Standard SDR Sizes 7, 9, 11, 17 

  Fully Pressure Rated 
  

 


