
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Nominal 
Size (In.) 

Poly-Cam 
Pulling Head 

Material 

Coupling ID 
A 

Pulling 
Head 

Length  
B 

Hole Size 
C 

Safe Workload 
(lbs.) 

2 Carbon Steel 2.375 3.867 0.438 1,900 

3 Carbon Steel 3.5 6 0.625 5,200 

4 Carbon Steel 4.5 7 0.875 9,000 

6 Carbon Steel 6.625 10 1.25 15,000 

8 Carbon Steel 8.625 11 1.75 17,200 

10 Carbon Steel 10.75 13 2 27,200 

12 Carbon Steel 12.75 17.25 2 31,500 

14 Carbon Steel 14 21 2.5 29,000 

16 Carbon Steel 16 21 2.5 62,000 

Series 653 
The Poly-Cam Female Yelomine® Pulling Head 

Revision Date: 9-9-2021 
1101 McKinley Street – Anoka, MN 55303  (763) 786-6682 

Fax: (763) 786-2167     www.poly-cam.com 

 

Round nose design for ease of pulling 

Strong steel construction for longevity 

Pressure-sealed design 
 

 


